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TO MD 28 - |/ B. Install&' x 22" quadrupole type vehicle loop detector (2-4-2 turns).
Vi o C. Install8' x 6' vehicle loop detectér encased inl/s" flexible tubing
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o . Disconnect existing loop detector.
if“"; G. Use existing base mounted cabinet.
J- — ” H. Use existing span wire and install signalheads and signs
L and remove existing signal heads as shown.
S J. Use existing span wire and install signalheads and sign
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1. "D.0." indicates delay output loop detector. o o CAS MAIN
2. Geometrics shallbe confirmed prior to the installation of signal equipment. w W WATER MAIN
3. Loop detectors and conduit shallbe installed prior to the instcllation of pavement markings. " S S SEWER MAIN the Tratfic G .
e € iraillc Group, inc.
4. Pavement markings detailed are proposed and are to be installed by the coniractor in = O E E ELECTRIC CABLES Suite 600
accordance with S.H.A. standards. All other pavement markings willbe installed as part D B STORM DRAIN ?Jsﬁeﬁf;?ﬁfgzﬁe
of the highway contract. ' A 410-583-8405
OLD BALTIMORE RD ‘ AERIAL CAB-ES La00-583-841
5. Revision 'B'is a revision to the traffic signalbuilt in ' T T TELEPHONE CABLES Fax 410-321-8458
August, 1980 under Contract S.H.A. No.: BW-429-802-312. _ _ Job No. 940313
6. Allunderground and overhead utilities shown on these plans are schematic and are REVISIONS '\ APPROVALS /I _
not to be considered complete. The Contractor shailbe responsible for notifying all MDOT STATE HIGHWAY ADMINISTRATION
utility companies prior to construction so that allutilities may be located in the / Office of Traffic & Safety
field. If the Contractor perceives that a conflict between the utilities and the traffic | | | | | ASST BIVR[ON CHEF TRAFFIK, TRAFFIC ENGINEERING DESIGN DIVISION
signal willoccur the Contractor shallnotify the appropriate Project Engineer immediately. ENGINEERING\DESIGN DM%&N
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